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Product Information

Description

Termicide Sealant is a one component, non-flowing, NEUTRAL cure, and MID modulus silicone sealant.

It cures by absorption of atmospheric moisture to form a flexible and durable elastomeric sealant.

Special Features

Termicide Sealant is a sealant for use in saw cuts, shrink cracks, ant capping and general construction. It offers good
adhesion to galvanising, zincalume, PYC and concrete. The thixotropic nature of this product ensures that it will not
slump in typical construction joints.

Typical Uses

It provides a termite resistance seal when used in conjunction with other termite resistant products,
Tilt up panels: fills the voids between panels
PYC strip shielding: fills the joints in the shielding
Saw cuts: is used to fill the saw cut
Shrinkage cracks: it is used to fill the crack
Exposed key joints: it fills the joints between concrete
Ant capping: it fills the gap between hold down rods, bolts and joins.
Exposed slab edge construction
Construction joints

One Part System

Being one-part Termicide Sealant offers the confidence of consistent even cure. It also improves operator productivity,
as time is not lost mixing the product, is easy to use in difficult locations, and can be applied out of a standard caulking
gun.

Packaging

The standard packaging for Termicide Sealant is 41O-grampolyethylene cartridges.

Long Life Reliability

Termicide Sealant has excellent natural aging stability. It will maintain its elastomeric joint sealant properties
permanently, even under harsh conditions and temperature extremes.

Characteristics
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System Properties

Property Mean ResultAchieved TestMethod

SkinTime 9 Minutes SS5889

Tack Free 30 Minutes A STMC679

Time

ToolingTime 10 Minutes ASTMC679

Sag or Stump Nil RS5889




